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Wire Nut Connectors
MARS SERIES 259

SI-37
The largest selection of motors, components and accessories for the HVAC/R Industry

MARS
NO. DESCRIPTION BOX

QTY. MFG. NO MARS
PACK

CASE
QYT.

25930 Gray wire nut, 22-14 AWG 100 30-071 1 10
25931 Blue wire nut, 22-14 AWG 100 30-072 1 10
25932 Orange wire nut, 22-14 AWG 100 30-073 1 10
25933 Yellow wire nut, 18-10 AWG 100 30-074 1 10
25934 Red wire nut, 18-8 AWG 100 30-076 1 10
25935 Greenie conn., 14-10 AWG 100 30-092 1 10
25936 Tan twister conn., 22-10 AWG 100 30-341 1 10
25976 Tan twister conn., 22-10 AWG 500 30-641 1 10
25937 Gray twister conn., 16-8 AWG 50 30-342 1 20
25938 Yellow wing nut, 18-10 AWG 100 30-451 1 10
25939 Red wing nut, 18-10 AWG 100 30-452 1 10
25979 Red wing nut, bag, 18-10 AWG 500 30-652 1 10
25940 Blue wing nut, 14-6 AWG 25 30-454 1 10

Ideal Wire Nut® Wire Connectors

IDEALʼ s Wire Nut® wire connectors are second to none and preferred by electricians
industry wide. There are five color coded models covering every wiring combination. Some
features include: positive grip design, flame retardant thermoplastic shell, longest fully seated
square wire spring, threaded entry, deep skirt and wide throat entry. All Wire Nut® wire
connectors are UL listed and CSA certified

Greenie® grounding connectors enjoy all the benefits of the other Wire Nut® connectors,
but are designed for making ground connections with a built-in hole for copper ground hook.
They have a live action, square wire spring for easy and strong connections with built-in
contoured wings.

Twister® wire connectors have become widely accepted due to their unsurpassed
features: ribbed cap, fluted surface, compact, swept wings, hexagonal shape, tough
thermoplastic shell, live action square wire spring and deep threaded skirt entry.
Nutmaster™ nutdrivers can be used to install Twister® wire connectors quickly and securely.
Twister® wires are UL and CSA approved. Exceptional wire range capacity for their size, just
two Twister® wire connectors handle all wire combinations. This means reduced inventories
and lower costs!

Wing Nut® wire connectors were first introduced by IDEAL in 1958 and remain the most
comfortable, easy to use connector on the market. The wings act as a built in wrench to
provide extra leverage for secure connections...every time. Wing Nut® wire connectors
handle a wide range of branch circuit and fixture wiring requirements. Just three color coded
models handle UL listed wire combinations from (2) No. 18ʼs to (1) No. 6 with (2) No. 8ʼs,
solid or stranded wire.

MARS #25998 is a great merchandising display for Wire-Nut® connectors!
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