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51/2 inch dia. wmaRs series 112

‘ Direct Drive Furnace Blower
Motors

MARS direct drive furnace blower motors are three speed
standard efficiency models. All models are electrically
reversible and include 2 1/4 inch resilient rings for base
mounting. These models have all angle sleeve bearings and
have open air over enclosures. All MARS Brand motors feature
Rheem shell mounting holes.

Features:

- All angle sleeve bearings

- 3 speeds

. 1/2inch extended thru bolts

« 21/a inch resilient rings

- Reversible rotation

- 4 inch long, 1/2inch diameter shaft

Specifications:

. Single phase, 60 Hertz

. Overload protection

. Fan duty, continuous, air over
- Open construction

. Class B insulation

Cap DIMENSIONS Lead
ROT Voltage Amps Required Encl. . A B Lengths
10583 1/4 Rev 115 4.2 5/370 OAO Slv 4.00 4.89 1/2 26"
10584 1/4 Rev 208-230 1.8 5/370 OAO Slv 4.00 4.89 1/2 26"
10585 1/3 Rev 115 6.1 5/370 OAO Slv 4.00 5.14 1/2 30”
10586 1/3 Rev 208-230 2.7 5/370 OAO Slv 4.00 5.14 1/2 26"
10587 1/2 Rev 115 7.5 10/370 OAO Slv 4.00 5.89 1/2 29.33”
10588 1/2 Rev 208-230 3.2 7.5/370 OAO Slv 4.00 5.64 1/2 29”
10589 3/4 Rev 115 1.2 15/370 OAO Slv 4.00 6.14 1/2 30.25”
10590 3/4 Rev 208-230 4.5 10/370 OAO Slv 4.00 6.14 1/2 30.25”
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6mlenser Fan Motors - Single Phase - PSC

5/2 inch dia. ~mars series 100

» = Qutdoor Condenser
Fan Motors

MARS up/down outdoor condenser fan motors are designed for either
vertical shaft-up or shaft-down applications. Shell and end shields are
enclosed for weather protection. A weep hole is provided in each end
shield to allow condensate to drain. All of these motors are suitable for
air conditioning or heat pump applications. All MARS Brand motors
feature Rheem shell mounting holes.

Features:

- Reversible rotation

« Thru bolt or band mounting
- Water slinger on shaft

- Full six inch shaft length

Specifications:

. Class B insulation
- Single phase, 60 Hertz c
- Automatic thermal overload
protected
. Fan duty, continuous, air over
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1075 RPM - Single Speed
DIMENSIONS Lead

ROT Voltage Amps Required . c A B C Length
10727 1/6 Rev 208-230 1.0 5/370 TEAO Sleeve 6.00 4.23 12 26”
10728 1/4 Rev 208-230 1.8 5/370 TEAO Sleeve 6.00 4.23 12 26”
10729 1/3 Rev 208-230 2.4 7.5/370 TEAO Sleeve 6.00 5.23 12 26”
10730 1/2 Rev 208-230 3.5 10/370 TEAO Sleeve 6.41 5.73 12 26”
10731 3/4 Rev 208-230 4.7 10/370 TEAO Ball 6.00 6.23 12 30.5”

825 RPM - Single Speed

MARS Cap DIMENSIONS Lead
NO. HP ROT Voltage Amps Required Encl. Brg. A B C Length
10403 1/6 Rev 208-230 1.0 5/370 TEAO Sleeve 6.00 4.23 1/2 36”
10404 1/4 Rev 208-230 2.2 5/370 TEAO Sleeve 5.75 4.48 1/2 36”
10405 1/3 Rev 208-230 1.9 7.5/370 TEAO Sleeve 6.00 5.23 1/2 36”
10746 12 Rev 208-230 2.8 7.5/370 TEAO Sleeve 5.92 6.23 1/2 36”
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Multi-Horsepower Direct Drive
Furnace Blower Motors

MARS Brand multi-horsepower direct drive blower motors are ideal for
truck stock. Four models cover both 115 volt and 208-230 volt
applications from 1/6 through 3/4 HP. All MARS brand multi-horsepower
motors feature Rheem shell mounting holes.

Features:
+ 2-1/2 inch resilient rings
+ Reversible rotation

Specifications:

]
+ Single phase, 60 Hz 0 0

+ Overload protection 0 0
+ Class B insulation 1

1075 RPM - Four Speed

MARS DIMENSIONS Lead
NO. HP ROT Voltage Encl. Brg. A B C Length
10463 1/6 -1/2 Rev 115 OAO Slv 5.00 4.73 1/2 41.53”
10464 1/6 -1/2 Rev 230 OAO Slv 5.00 4.73 1/2 417
10466 1/5 - 3/4 Rev 115 OAO Ball 5.25 5.73 1/2 417
10467 1/5 - 3/4 Rev 230 OAO Ball 5.00 5.23 1/2 40.75”

. | Multi-Horsepower Condenser Fan
CoLl4E] | Motors

MARS Brand multi-horsepower condenser fan motors are ideal for truck
stock. Three 1075 RPM models cover 208-230 volt applications from
1/6 to 1/2 HP. Two 825 RPM models cover 208-230 volt applications
from 1/8 to 1/3 HP. All MARS brand multi-horsepower motors feature
Rheem shell mounting holes.

Features: 10458 & 10459:

* Thru bolt or band mounting

+ Water slinger on shaft

* Air conditioning or heat
pump duty

Specifications:
+ Single phase, 60 Hz
+ Overload protection
+ Class B insulation

+ Short shell length

+ Just ONE capacitor
rating per motor

* Quick & simple 2 wire
installation
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MARS DIMENSIONS Lead
NO. HP ROT RPM/Sp.Voltage Encl. Brg. A ] C Length

g 10458 | 1/6-1/3 Rev 1075 |208-230| TEAO Ball 6.50 3.82 1/2 36”

10459 |1/8-1/3 Rev 825 208-230 | TEAO Ball 6.50 5.48 1/2 36”

10465 | 1/6-1/3 Rev 1075/2 | 208-230 | TEAO Ball 5.00 4.73 1/2 38”

10468 | 1/5-1/2 Rev 1075/2 | 208-230 | TEAO Ball 5.00 5.48 1/2 38”

10469 |1/6-1/3 Rev 825/2 |208-230 | TEAO Ball 5.00 5.48 1/2 42
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Multi-Horsepower Capacitor & Speed Tap Configuration

All multi-horsepower motors include Rheem shell mounting holes.

MARS Motor #10463 Direct Drive Blower Motor

Motor HP Speed to Use Capacitor MARS Capacitor # FLA
1/2 All Speeds 15/370 12010 or 12910 6.2
1/3 All Speeds 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 6.1
1/4 Med-Hi or Med-Lo:Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 4.4
1/5 Med-Lo:Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 3.2
W 1/6 Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 2.4
> *using a 7.5 mfd capacitor will result in approx. 10% stronger motor
E MARS Motor #10464 Direct Drive Blower Motor
n Motor HP Speed to Use Capacitor MARS Capacitor # FLA
(- 1/2 All Speeds 10/370 12008 or 12908 2.7
1/3 All Speeds 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 26
0 1/4 Med-Hi or Med-Lo:Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 1.9
1] 1/5 Med-Lo:Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 1.4
t 1/6 Lo 5/370 or 7.5/370* 12005 or 12905 or 12007 or 12907* 1.1
E *using a 7.5 mfd capacitor will result in approx. 10% stronger motor
MARS Motor #10466 & 10467 Direct Drive Blower Motor
Motor HP Speed to Use Capacitor MARS Capacitor # FLA #10466 FLA #10467
3/4 All Speeds 20/370 12014 or 12914 8.5 4.2
1/2 All Speeds 10/370 12008 or 12908 8.3 3.8
1/3 Med-Hi or Med-Lo:Lo 10/370 12008 or 12908 4.6 23
1/4 Med-Lo:Lo 10/370 12008 or 12908 3.4 1.9
1/5 Lo 10/370 12008 or 12908 2.7 1.5
MARS Motor #10465 Condenser Fan Motor
Motor HP Speed to Use 208V MARS Capacitor # 230V MARS Capacitor # FLA
1/3 Hi 7.5/370 12007 or 12907 5/370 12005 or 12905 2.6
1/4 HI 7.5/370 12007 or 12907 5/370 12005 or 12905 25
1/5 Lo 7.5/370 12007 or 12907 5/370 12005 or 12905 2.0
1/6 Lo 7.5/370 12007 or 12907 5/370 12005 or 12905 1.8
MARS Motor #10468 Condenser Fan Motor
Motor HP Speed to Use 208V MARS Capacitor # 230V MARS Capacitor # FLA
1/2 Hi 12.5/370 12009 or 12909 10/370 12008 or 12908 3.0
Z 1/3 HI 12.5/370 12009 or 12909 10/370 12008 or 12908 22
q 1/4 Lo 12.5/370 12009 or 12909 10/370 12008 or 12908 1.6
| 1/5 Lo 12.5/370 12009 or 12909 10/370 12008 or 12908 1.3
o MARS Motor #10469 Condenser Fan Motor
W Motor HP Speed to Use 208V MARS Capacitor # 230V MARS Capacitor # FLA
2] 1/3 Hi 10/370 12008 or 12908 7.5/370 12007 or 12907 1.9
z 1/4 HI 10/370 12008 or 12908 7.5/370 12007 or 12907 1.5
w 1/5 Lo 10/370 12008 or 12908 7.5/370 12007 or 12907 1.2
n 1/6 Lo 10/370 12008 or 12908 7.5/370 12007 or 12907 1.0
< § The Wiz MARS Motor #10458 Multi-HP Condenser Fan Motor
(oB  MotorHP  Speed to Use 208V MARS Capacitor # 230V MARS Capacitor # FLA
0 1/3 Hi 7.5/370 12007 or 12907 7.5/370 12007 or 12907 2.8
1/4 HI 7.5/370 12007 or 12907 7.5/370 12007 or 12907 22
1/5 HI 7.5/370 12007 or 12907 7.5/370 12007 or 12907 1.9
1/6 HI 7.5/370 12007 or 12907 7.5/370 12007 or 12907 1.7
The Wiz MARS Motor #10459 Multi-HP Condenser Fan Motor
Motor HP Speed to Use 208V MARS Capacitor # 230V MARS Capacitor # FLA
1/3 Hi 10/370 12008 or 12908 10/370 12008 or 12908 1.9
1/4 HI 10/370 12008 or 12908 10/370 12008 or 12908 1.6
1/5 HI 10/370 12008 or 12908 10/370 12008 or 12908 1.4
1/6 HI 10/370 12008 or 12908 10/370 12008 or 12908 1.2
1/8 HI 10/370 12008 or 12908 10/370 12008 or 12908 1.0
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Description

Marathon

Packard

YORK
Source 1

Rheem/Ruud
Prostock

Carrier/
Totaline
RCD

Nordyne
Partner's
Choice

Condenser Fan

1/6 HP Condenser Fan, 208-230V, 1075 RPM

FSE1016S

WG840727

S1-FHM3727

51-24437-27

p257-8727

1/4 HP Condenser Fan, 208-230V, 1075 RPM

FSE1026S

WG840728

S1-FHM3728

51-24437-28

P257-8728

1/3 HP Condenser Fan, 208-230V, 1075 RPM

FSE1036S

WG840729

S1-FHM3729

51-24437-29

pP257-8729

1/2 HP Condenser Fan, 208-230V, 1075 RPM

FSE1056S

WG840730

S1-FHM3730

51-24437-30

P257-8730

3/4 HP Condenser Fan, 208-230V, 1075 RPM

FSE1076S

WG840731

S1-FHM3731

51-24437-31

P257-8731

1/6HP Condenser Fan, 208-230V, 825 RPM

FSE1018SF

1/4HP Condenser Fan, 208-230V, 825 RPM

FSE1028SF

WG840204

S1-FHM3204

1/3HP Condenser Fan, 208-230V, 825 RPM

FSE1038SF

WG840205

S1-FHM3205

P257-8026

1/2HP Condenser Fan, 208-230V, 825 RPM

FSE1056SF

Direct Drive

1/4 HP Direct Drive, 115V, 1075 RPM

DL1026

WG840583

S1-FHM3583

51-24435-83

P257-8583

1/4 HP Direct Drive, 208-230V, 1075 RPM

D1026

WG840584

S1-FHM3584

51-24435-84

P257-8584

1/3 HP Direct Drive, 115V, 1075 RPM

DL1036

WG840585

S1-FHM3585

51-24435-85

P257-8585

1/3 HP Direct Drive, 208-230V, 1075 RPM

D1036

WG840586

S1-FHM3586

51-24435-86

P257-8586

1/2 HP Direct Drive, 115V, 1075 RPM

DL1056

WG840587

S1-FHM3587

51-24435-87

P257-8587

1/2 HP Direct Drive, 208-230V, 1075 RPM

D1056

WG840588

S1-FHM3588

51-24435-88

P257-8588

3/4 HP Direct Drive, 115V, 1075 RPM

DL1076

WG840589

S1-FHM3589

51-24435-89

P257-8589

3/4 HP Direct Drive, 208-230V, 1075 RPM

D1076

WG840590

S1-FHM3590

51-24435-90

P257-8590

Multi-Horsepower Direct Drive

1/6, 1/5, 1/4,1/3, 1/2 HP Multi-HP, Direct Drive, 115V, 1075 RPM

FDL6001

WG840463

S1-FHM3463

51-23012-41

P257-E5461

1/6,1/5,1/4,1/3, 1/2 HP Multi-HP, Direct Drive, 208-230V, 1075 RPM

FD6000

WG840464

S1-FHM3464

51-23022-41

P257-E5460

1/5, 1/4,1/3, 1/2, 3/4 HP Multi-HP, Direct Drive, 115V, 1075 RPM

FDL6002

WG840466

S1-FHM3466

P257-E5471

1/5,1/4,1/3, 1/2, 3/4 HP Multi-HP, Direct Drive, 208-230V, 1075 RPM

FD6001

WG840467

S1-FHM3467

P257-E5470

Multi-Horsepower Condenser Fan

1/6, 1/5, 1/4,1/3 Multi-HP, Condenser Fan, 1075 RPM,208-230V

FE6000

WG840465

S1-FHM3465

51-20354-11

P257-E5462

1/5, 1/4,1/3, 1/2 Multi-HP, Condenser Fan, 1075 RPM, 208-230V

FE6002

WG840468

S1-FHM3468

P257-E5465

1/6, 1/5, 1/4, 1/3 Multi-HP, Condenser Fan, 825 RPM, 208-230V

FE6001

WG840469

S1-FHM3469

51-20760-11

P257-E5464

1/6, 1/5, 1/4,1/3 Multi-HP, Condenser Fan, 1075 RPM, 208-230V, WIZ

ORM5458

1/8,1/6, 1/5, 1/4, 1/3 Multi-HP, Condenser Fan, 825RPM, 208-230V, WIZ

ORM5488B
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