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MB65 & MB67
Freezeless Wall Hydrants With Composite Modular Box

Model 67...Now with Model 50 
High Flow Double Check

Backflow Preventer.

Modular Box System

• The Woodford MB65 & MB67 are freezeless 
commercial wall hydrants housed in a secure 
light weight, high impact, composite box with 
a replaceable stainless steel door and fascia 
assembly.

• Hydrants drain as handle is shut off, even if 
hose is attached. 

• The Modular Box system is designed to 
securely contain the MB65 or MB67 wall 
hydrant in freezing climate area commercial 
buildings. 

• Stub-out the composite box from a frame or 
masonry wall. 

• After the wall is finished, screw the heavy 
14 gauge stainless steel door and fascia 
assembly into the box to create a durable, 
secure access and an attractive front.

•	 MB65 & MB67 Series hydrants are intended 
for irrigation purposes in freezing climate 
areas. Not for continuous use.

SPECIFICATIONS:
MB65: NIDEL® 34HA Anti Siphon Vacuum Breaker
• ASSE 1011, CSA, IAPMO
• No spray back

MB67: Nidel® 50HA High Flow Double Check
            Backflow Preventer
•	 Patent #8,042,565 and patents pending
• ASSE 1052, IAPMO
• Field Testable
• Two Independent Check Valves
• Drains automatically when hose is removed
• No spray back
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Rough-In Dimensions

8 1/2"

7-7/16"

2 1/2"

5-7/16"

4 7/8" WALL THICKNESS

3-1/8"

OVERALL LENGTH

2 1/2"

6-5/8"

4-7/8"

14 Ga. Stainless Steel
Door and Fascia Assembly

Composite Box

MB65-K or MB67-K

MB65 or MB67


