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10x4  0.14 ft2 28 CFM 38 56 84 112 140 168 196 224
10x6  .220 ft2 44 CFM 59 88 132 176 220 264 308 352
10x8  .300 ft2 59 CFM 80 120 180 240 300 360 420 480
10x10  0.38 ft2 75 CFM 102 152 228 304 380 456 532 608
10x12  0.46 ft2 91 CFM 123 184 276 368 460 552 644 736
10x14  0.54 ft2 107 CFM 145 216 324 432 540 648 756 864
10x16  0.62 ft2 123 CFM 166 248 372 496 620 744 868 992
10x20  0.78 ft2 155 CFM 209 312 468 624 780 936 1092 1248
12x4  0.182 ft2 34 CFM 49 72.8 109.2 145.6 182 218.4 254.8 291.2
12x6  0.286 ft2 54 CFM 77 114.4 171.6 228.8 286 343.2 400.4 457.6
12x8  0.39 ft2 74 CFM 105 156 234 312 390 468 546 624
12x10  0.494 ft2 93 CFM 132 197.6 296.4 395.2 494 592.8 691.6 790.4
12x12  0.598 ft2 113 CFM 160 239.2 358.8 478.4 598 717.6 837.2 956.8
12x14  0.702 ft2 133 CFM 188 280.8 421.2 561.6 702 842.4 982.8 1123.2
12x16  0.806 ft2 152 CFM 216 322.4 483.6 644.8 806 967.2 1128.4 1289.6
12x18  0.91 ft2 172 CFM 244 364 546 728 910 1092 1274 1456
12x20  1.014 ft2 192 CFM 272 405.6 608.4 811.2 1014 1216.8 1419.6 1622.4
14x4  0.21 ft2 40 CFM 56 84 126 168 210 252 294 336
14x6  0.33 ft2 63 CFM 88 132 198 264 330 396 462 528
14x8  0.45 ft2 86 CFM 121 180 270 360 450 540 630 720
14x10  0.57 ft2 106 CFM 153 228 342 456 570 684 798 912
14x12  0.69 ft2 131 CFM 185 276 414 552 690 828 966 1104
14x14  0.81 ft2 154 CFM 217 324 486 648 810 972 1134 1296
14x16  0.93 ft2 177 CFM 249 372 558 744 930 1116 1302 1488
14x18  1.05 ft2 200 CFM 281 420 630 840 1050 1260 1470 1680
14x20  1.17 ft2 223 CFM 314 468 702 936 1170 1404 1638 1872
16x6  0.352 ft2 69 CFM 94 140.8 211.2 281.6 352 422.4 492.8 563.2
16x8  0.48 ft2 94 CFM 129 192 288 384 480 576 672 768
16x10  0.608 ft2 119 CFM 163 243.2 364.8 486.4 608 729.6 851.2 972.8
16x12  0.736 ft2 144 CFM 197 294.4 441.6 588.8 736 883.2 1030.4 1177.6
16x14  0.864 ft2 169 CFM 232 345.6 518.4 691.2 864 1036.8 1209.6 1382.4
16x16  0.992 ft2 194 CFM 266 396.8 595.2 793.6 992 1190.4 1388.8 1587.2
16x20  1.248 ft2 244 CFM 334 499.2 748.8 998.4 1248 1497.6 1747.2 1996.8
18x6  0.429 ft2 81 CFM 115 171.6 257.4 343.2 429 514.8 600.6 686.4
18x8  0.585 ft2 111 CFM 157 234 351 468 585 702 819 936
18x10  0.741 ft2 140 CFM 199 296.4 444.6 592.8 741 889.2 1037.4 1185.6
18x12  0.897 ft2 170 CFM 240 358.8 538.2 717.6 897 1076.4 1255.8 1435.2
18x14  1.053 ft2 199 CFM 282 421.2 631.8 842.4 1053 1263.6 1474.2 1684.8
18x16  1.209 ft2 229 CFM 324 483.6 725.4 967.2 1209 1450.8 1692.6 1934.4
18x18  1.365 ft2 258 CFM 366 546 819 1092 1365 1638 1911 2184
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18x20  1.521 ft2 288 CFM 408 608.4 912.6 1216.8 1521 1825.2 2129.4 2433.6
20x6  0.44 ft2 95 CFM 118 176 264 352 440 528 616 704
20x8  0.6 ft2 130 CFM 161 240 360 480 600 720 840 960
20x10  0.76 ft2 164 CFM 204 304 456 608 760 912 1064 1216
20x12  0.92 ft2 199 CFM 247 368 552 736 920 1104 1288 1472
20x14  1.08 ft2 233 CFM 289 432 648 864 1080 1296 1512 1728
20x16  1.24 ft2 268 CFM 332 496 744 992 1240 1488 1736 1984
20x18  1.4 ft2 302 CFM 375 560 840 1120 1400 1680 1960 2240
20x20  1.56 ft2 337 CFM 418 624 936 1248 1560 1872 2184 2496
20x24  1.88 ft2 406 CFM 504 752 1128 1504 1880 2256 2632 3008
20x30  2.36 ft2 510 CFM 632 944 1416 1888 2360 2832 3304 3776
24x6  0.572 ft2 120 CFM 153 228.8 343.2 457.6 572 686.4 800.8 915.2
24x8  0.78 ft2 164 CFM 209 312 468 624 780 936 1092 1248
24x10  0.988 ft2 207 CFM 265 395.2 592.8 790.4 988 1185.6 1383.2 1580.8
24x12  1.196 ft2 251 CFM 321 478.4 717.6 956.8 1196 1435.2 1674.4 1913.6
24x14  1.404 ft2 294 CFM 376 561.6 842.4 1123.2 1404 1684.8 1965.6 2246.4
24x16  1.612 ft2 338 CFM 432 644.8 967.2 1289.6 1612 1934.4 2256.8 2579.2
24x18  1.82 ft2 382 CFM 488 728 1092 1456 1820 2184 2548 2912
24x20  2.028 ft2 425 CFM 544 811.2 1216.8 1622.4 2028 2433.6 2839.2 3244.8
24x24  2.44 ft2 513 CFM 655 977.6 1466.4 1955.2 2444 2932.8 3421.6 3910.4
24x30  3.068 ft2 641 CFM 822 1227.2 1840.8 2454.4 3068 3681.6 4295.2 4908.8
30x6  0.715 ft2 150 CFM 192 286 429 572 715 858 1001 1144
30x8  0.975 ft2 206 CFM 261 390 585 780 975 1170 1365 1560
30x10  1.235 ft2 259 CFM 331 494 741 988 1235 1482 1729 1976
30x12  1.495 ft2 314 CFM 401 598 897 1196 1495 1794 2093 2392
30x14  1.755 ft2 368 CFM 470 702 1053 1404 1755 2106 2457 2808
30x16  2.015 ft2 423 CFM 540 806 1209 1612 2015 2418 2821 3224
30x18  2.275 ft2 477 CFM 610 910 1365 1820 2275 2730 3185 3640
30x20  2.535 ft2 532 CFM 679 1014 1521 2028 2535 3042 3549 4056
30x24  3.055 ft2 641 CFM 819 1222 1833 2444 3055 3666 4277 4888
30x30  3.835 ft2 804 CFM 1028 1534 2301 3068 3835 4602 5369 6136
36x6  0.858 ft2 804 CFM 230 343.2 514.8 686.4 858 1029.6 1201.2 1372.8
36x8  1.17 ft2 245 CFM 314 468 702 936 1170 1404 1638 1872
36x10  1.482 ft2 311 CFM 397 592.8 889.2 1185.6 1482 1778.4 2074.8 2371.2
36x12  1.794 ft2 376 CFM 481 717.6 1076.4 1435.2 1794 2152.8 2511.6 2870.4
36x14  2.106 ft2 442 CFM 564 842.4 1263.6 1684.8 2106 2527.2 2948.4 3369.6
36x16  2.418 ft2 507 CFM 648 967.2 1450.8 1934.4 2418 2901.6 3385.2 3868.8
36x18  2.73 ft2 572 CFM 732 1092 1638 2184 2730 3276 3822 4368
36x20  3.042 ft2 638 CFM 815 1216.8 1825.2 2433.6 3042 3650.4 4258.8 4867.2
36x24  3.666 ft2 769 CFM 982 1466.4 2199.6 2932.8 3666 4399.2 5132.4 5865.6
36x30  4.602 ft2 965 CFM 1233 1840.8 2761.2 3681.6 4602 5522.4 6442.8 7363.2
36x36  5.538 ft2 1161 CFM 1484 2215.2 3322.8 4430.4 5538 6645.6 7753.2 8860.8
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