
Soldering and Brazing Torches

• High-performance Piezo ignition:
Reliable lighting up to 30,000 
ignitions

• Locking button:
Provides continuous 
flame for hands-free 
use

• Trigger on/off:
Lights instantly; shuts 
off if  dropped or 
released

• Fine regulating valve:
Allows for precise flame 
adjustment

• Trigger guard

Hand Torch Tip Specification Chart
 Model Number 35458 Tip 35457 Tip 35456 Tip 35455 Tip 35459 Tip

 
Description

 Hot air Cyclone Standard Pinpoint Soft flame
  Burner Burner Burner Burner Burner

 Automotive X X X X X
 Brazing  X X X X
 Soldering  X X  X
 Maintenance & Repair X X X  X
 Hobbyist X X X X X

 Specifications
 Head Diameter 1.5” 0.55” 0.6” 0.6” 0.95”
 Length 10.2” 7.3” 5.9” 5.9” 7.4”
 Weight 0.5 lbs 0.2 lbs 0.3 lbs 0.3 lbs 0.4 lbs
 BTUs* 6,500 8,500 4,800 1,700 13,650
 Gas Consumption per hour 0.33 0.43 0.24 0.1 0.68

*BTUs are calculated using propane

Works with MAP-Pro™ (Part No. 50012) and Propane (Part No. 50010)

Provides fast burner exchange with a flick of the wrist.

• High impact fiber reinforced body 
for durability

• Longer skirt for stability on  
the bottle:

 This reduces thread damage

Description lb No.

ROFIRE Hand Torch w/ 35457 tip 0.9 35415

Pin-point burner 0.2 35455

Standard burner 0.2 35456

Swirl-flame burner 0.2 35457

Hot-air burner 0.5 35458

Soft-flame burner 0.8 35459

Flame Reflector 0.2 31043

• Dual Safety:
Ignites only if securely locked

ROFIRE Hand Torch
Hand torch with cyclone burner

• 5 interchangeable tips serves 
multiple applications

• Self-igniting piezo ignition:
Immediate flame at the push of a 
button
• Locking button:
Continuous working
• Fine regulating valve:
Precise flame adjustment
• Includes cyclone burner tip
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