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18V LXT® 6-1/2" CIRCULAR SAW
2-1/4" Maximum Cutting Capacity
• Makita-built motor delivers 3,700 RPM for 

faster cutting
• Heavy gauge machined base for smooth and 

accurate cutting
• 50° maximum bevel cutting capacity
• Weighs only 7.3 lbs. with battery (battery not 

included) for reduced operator fatigue
• Rubberized soft grip handle provides increased 

comfort on the job

Model XSS02Z Includes: Tool Only - TCT Saw Blade 
165x15.88x16T (A-96023)

XSS02Z

Blade Diameter 6-1/2"

Arbor 5/8"

Max. Cutting Capacity: 90º (2-1/4"), 45º (1-9/16"

No Load Speed 3,700 RPM

Battery 18V LXT® Lithium-Ion

Overall Length 13-5/8"

Net Weight (with battery) 7.3 lbs.

Shipping Weight 7.5 lbs.

18V LXT® 5-3/8" 
CIRCULAR TRIM SAW KIT
Weighs Only 6.0 lbs.
• Makita-built motor delivers 3,600 RPM for 

faster cutting
• Built-in dust blower keeps the line of cut free of debris 

for more accurate cuts
• Heavy gauge, precision machined base for smooth, 

accurate cutting and added durability
• Electric brake for maximum productivity
• Built-in L.E.D. light illuminates the work area

Model XSS03 Includes: (2) 18V LXT® Lithium-Ion 
3.0Ah Battery (BL1830), 18V Lithium-Ion Rapid Optimum 
Charger (DC18RC), 5-3/8" 16T C.T. Saw Blade (A-94904), 
Tool Bag

Model XSS03Z Includes: Tool Only; Battery and Charger not included

XSS03

Blade Diameter 5-3/8"

Arbor 5/8"

Max. Cutting Capacity: 90º (2"), 45º (1-3/8"

No Load Speed 3,600 RPM

Battery 18V LXT® Lithium-Ion

Overall Length 14-3/8"

Net Weight (with battery) 6 lbs.

Shipping Weight 15.71 lbs.

18V LXT® COMPACT 
RECIPRO SAW KIT
Compact Design for Close Quarter Cutting
• Variable speed (0 - 3,000 SPM) with a 1/2" stroke 

length for faster and more efficient cutting
• Makita exclusive dual-position on/off switch allows 

for either paddle or trigger switch operation
• "Tool-less" blade change system allows for faster blade 

installation and removal for increased productivity
• Compact and ergonomic design at 15-5/8" long
• Weighs only 3.9 lbs. (with battery) for reduced 

operator fatigue
Model XRJ01 Includes: (2) 18V LXT® Lithium-Ion 3.0Ah 
Battery (BL1830), 18V Lithium-Ion Rapid Optimum Charger 
(DC18RC), 4" 18TPI Metal Cutting Recipro Saw Blade (B-20404), 
4" 6TPI Wood Cutting Recipro Saw Blade (B-20432), Tool Bag
Model XRJ01Z Includes: Tool Only; Battery and Charger not included

XRJ01

Length of Stroke 1/2"

Max. Cutting Capacity: Pipe (2"), Wood (2")

Strokes Per Minute (variable speed) 0  - 3,000 SPM

Battery 18V LXT® Lithium-Ion

Overall Length 15-5/8"

Net Weight (with battery) 3.9 lbs.

Shipping Weight 13 lbs.

18V LXT® RECIPRO SAW KIT
"Tool-less" Blade Change and Shoe 
Adjustment
• Makita-built variable speed motor delivers 0-2,900 

strokes per minute and a 1-1/8" stroke length for 
faster cutting

• Large 2-finger variable speed trigger for added 
convenience

• Retractable tool hook secures the tool when not in use
• Soft grip handle provides increased comfort on the job
• Compact and ergonomic design at only 19-5/8" long

Model XRJ02 Includes: (2) 18V LXT® Lithium-Ion 3.0Ah 
Battery (BL1830), 18V Lithium-Ion Rapid Optimum Charger 
(DC18RC), 6" 6TPI Recipro Saw Blade (723054-A-1), 
Tool Case

Model XRJ02Z Includes: Tool Only; Battery and Charger not included

XRJ02

Length of Stroke 1-1/8"

Max. Cutting Capacity: Pipe (5-1/8"), Wood w/ 12" blade (10")

Strokes Per Minute (variable speed) 0  - 2,900 SPM

Battery 18V LXT® Lithium-Ion

Overall Length 19-5/8"

Net Weight (with battery) 8.2 lbs.

Shipping Weight 18 lbs.

18V LXT® RECIPRO SAW
2,900 SPM and 1-1/8" Stroke for 
Fast Cutting
• Makita-built variable speed motor delivers 0-2,900 strokes 

per minute and a 1-1/8" length stroke to provide faster cutting
• "Tool-less" blade change system allows for faster blade 

installation and removal for increased productivity
• Compact and ergonomic design at only 17-3/4" long
• Weighs only 7.9 lbs. with battery (battery not included) 

for reduced operator fatigue
• Rubberized soft grip handle provides increased comfort 

on the job
• Ergonomic shape fits like a glove with even pressure 

and easy control

Model XRJ03Z Includes: 6" 6TPI Recipro Saw Blade 
(723054-A-1); Battery and Charger not included

XRJ03Z

Length of Stroke 1-1/8"

Max. Cutting Capacity: Pipe (5-1/8"), Wood w/ 12" blade (10")

Strokes Per Minute (variable speed) 0  - 2,900 SPM

Battery 18V LXT® Lithium-Ion

Overall Length 17-3/4"

Net Weight (with battery) 7.9 lbs.

Shipping Weight 8 lbs.

18V LXT® JIG SAW KIT
Custom Cutting Without a Cord
• Makita-built variable speed motor delivers 0-2,600 

strokes per minute for fast and efficient cutting
• 3 orbital settings plus straight cutting for use in a 

variety of materials
• "Tool-less" blade change system allows for faster blade 

installation and removal for increased productivity
• Heavy gauge, precision machined base for smooth, 

accurate cutting and added durability
• Heavy gauge, precision machined base for smooth, 

accurate cutting and added durability

Model XVJ03 Includes: (2) 18V LXT® Lithium-Ion 3.0Ah 
Battery (BL1830), 18V Lithium-Ion Rapid Optimum Charger 
(DC18RC), Jig Saw Blade, T Shank, HCS, 4-1/8" x 9TPI 
(792729-9-1), Anti-Splintering Insert (415524-7), Tool Bag
Model XVJ03Z Includes: Tool Only; Battery and Charger not included

XVJ03

Length of Stroke 1"

Max. Cutting Capacity at 90º: Wood (5-5/16"), Steel (3/8")

Strokes Per Minute (variable speed) 0  - 2,600 SPM

Blade Shank "T" Tang

Battery 18V LXT® Lithium-Ion

Overall Length 10-1/8"

Net Weight (with battery) 14.7 lbs.

Shipping Weight 14.7 lbs.

18V LXT® BRUSHLESS JIG SAW
Up To 45% Faster Cutting3

• Makita-built brushless motor and 3 orbital settings 
plus straight cutting deliver faster and more accurate 
cuts in a variety of materials

• Variable 6-speed control dial (800-3,500 SPM) 
enables user to match the speed to the application

• Efficient BL™ Brushless motor is electronically 
controlled to optimize battery energy use for up to 
50% longer run time per charge

• "Tool-less" blade change system allows for faster blade 
installation and removal for increased productivity

• The electronically-controlled BL™ Brushless Motor 
efficiently uses energy to match torque and SPM to the 
changing demands of the application

Model XVJ02Z Includes: 4-1/8" 9TPI Jig Saw Blade 
(792529-7-1); Battery and Charger not included

XVJ02Z

Length of Stroke 1"

Max. Cutting Capacity at 90º:  
 Aluminum (25/32"), Mild Steel (3/8"), Wood (5-5/16")

Strokes Per Minute (variable speed) 800  - 3,500 SPM

Blade Shank "T" Tang

Overall Length 10-1/2"

Net Weight (with battery) 5.8 lbs.

Shipping Weight 5.3 lbs.

Cordless > 18V LXT® Lithium-Ion > SAWS

Tool only - battery and 
charger not included

Tool only - battery and 
charger not included

3 Compared to XVJ03

Tool only - battery and 
charger not included
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