
200 300 400 500 600 700 800 900 1000 1200
0.006 0.018 0.032 0.048 0.07 0.092 0.12 0.14 0.16 0.23

CFM 35 55 75 95 115 135 150 175 200 230
NC <20 <20 <20 <20 <20 <20 <20 20 20-25 25-30
CFM 55 80 110 130 155 185 205 240 325 320
NC <20 <20 <20 <20 <20 <20 <20 20 20-25 25-30
CFM 70 105 145 170 200 235 270 310 350 420
NC <20 <20 <20 <20 <20 <20 <20 20-25 20-25 25-30
CFM 90 130 175 220 260 345 380 406 450 540
NC <20 <20 <20 <20 <20 <20 <20 20-25 20-25 25-30
CFM 105 160 210 265 325 380 440 495 550 645
NC <20 <20 <20 <20 <20 <20 <20 20-25 20-25 25-30
CFM 150 230 305 385 470 545 620 695 775 945
NC <20 <20 <20 <20 <20 <20 <20 20-25 20-25 25-30
CFM 215 315 430 535 640 750 855 950 1055 1275
NC <20 <20 <20 <20 <20 <20 <20 20-25 20-25 25-30
CFM 280 425 575 720 860 1010 1150 1290 1420 1720
NC <20 <20 <20 <20 20 20 20-25 25 30 35

6"

7"

8"

DUCT PT.
COLLAR SIZE

VELOCITY

16"

12"

14"

10"

9"

830 Series

Eff. Area
.887 ft2

Eff. Area
.240 ft2

Eff. Area
.275 ft2

Eff. Area
.310 ft2

Eff. Area
.354 ft2

Eff. Area
.398 ft2

Eff. Area
.502 ft2

Eff. Area
.633 ft2
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