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3000 P
3000 PLL

DAMPER LOUVER SUBMITTAL FORM
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3000 P Series

3000 PLL Series

Air Control Dampers

Optional

*16 Gauge channel frame with galvanzed
blades

* 16 ga Galvanized steel frame

e Qut of airstream linkage

e Galvanized finish

*Blades are Vee stiffend 16 gauge for
strength and stability

*1/2” square steel pivot pins and

control rod

o Nylon Bushings

*Single blades on 10” width or less
3000P & 3000 PLL(See chart)
3000 PLL- Parallel Blade Low

Leak Air Control Damper
eJam seals (stainless steel)

o Blade to blade neoprene seals
¢ 3% maximum leakage with a
pressure differential 3” W.C.

Optional

OAll Galvaneal 12 Gauge construction
OAll aluminum construction

ORound control rod

OBronze bearings

OSleeve
OOutside mounting flange

OSpring open or spring closed
ODamper Motors

L
L1
/\//@e 3000 P 3000 P 3000 P
Height D Height D Height D
L 6" 5 1/8" 18” 77/8" || 347 67/8"
8" Single | 7 /8" || 20” 63/8" || 36 77/8"
e 5——I 8” Double | 5 1/8” 22" 67/8" 38” 63/8"
10” Single 9 1/8" 24" 77/8" || 407 67/8"
3000 P 10” Double | 5 1/8” 26" 63/8" || 42” 77/8"
2” 51/8” 28" 67/8" || 44” 63/8"
"” 57/8” | 30" 77/8" || 46" 67/8"
6" 67/8" || 32" 63/8" || 48” 77/8"

*Add 3/4” to D for low leak package
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